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PERECRATED

Iltem DD (in) Grade Wt (ppf) TophMD ()

CASING JOINTIS) 20,000 9400 21.0

ltem DD (in) Grade Wt (ppf) TopMD (ft)
CASING JOINTIS) 13375 K-55  54.20 18.0
FLOAT COLLAR 13375 K-55 54 .50 471.3
CASING JOINT(S) 13375 K-55 54 .80 471.3
FLOAT SHOE 13375 K-55 5420 511.8

lterm oD (in) Grade Wt (ppf) TopMD (ft)
CASING JOINT(S) 9625 K-55 4000 17.0
FLOAT COLLAR 9625 K-55 4000 3456 4
CASING JOINTIZ) 9.625 K-55  40.00 3456 .4
FLOAT SHOE 9625 K-55 4000 24990

Iltermn QD (in) Grade Wt (ppf) TopMD (ft)
CASING JOINT{S) 7.000  MN-80 2600 15.0
CASING JOINT{S) 7.000  MN-80 2300 640
CASING JOINT{S) 7.000  N-80 26 00 24220
CASING JOINT{S) 7.000  N-80 2900 5873.0

Iltem DD (in) Grade Wt (ppf) TophMD ()
SLOTTED LINER 5000  K-55  15.00 7.267.0
GUIDE SHOE 5.000 74538

Iltermn QD (in) Grade Wt (ppf) TopMD (ft)
LINER HANGER 5184 K-55  11.60 6.478.0
CASING JOINT(S) 4. 500 K-55  11.60 6,484 8
FLOAT COLLAR 4500 M-80  11.60 71728
CASING JOINT(S) 4. 500  MN-80 11.60 71740
FLOAT SHOE 4500 M-80 11.60 7,264 2

Wel: 313-355RD1  S/T/R: 355/305/24E

CASING CEMENT DETAIL

Sfe Csg. Cmt Vol.: 590 cf

Hole Size: 17-1/2"(13-3/8" Casing)
Top Job: NO

Rtns to Sfc: YES

TOC: Surface

Interm Csg. Cmt Vol.: 1750 cf
Hole Size: 12-1/4" (9-5/8" Casing)
Top Job: NO

Rtns to Sfc: YES

TOC: Surface

Prod. Csg. Cmt Vol.: 2300 cf
Hole Size: 8-3/4" (7" Casing)
Top Job: NO

Rtns to Sfc: NO

TTOC: Surface

Liner Cmt Vol.: Slotted Liner
Hole Size: 6" (5" Casing)
Top Job: NA

Rtns to Sfc: NA

TTOQC:

-

Inner Liner Cmt Vol 120 cf
Hole Size: 6" (4.5" csg)
Top Job: No

Rtns to Sfc: No

TTOC: TOL

Top of Formation:
B-Sand 6844'

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)
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